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PRODUCT INFORMATION

DuPont™ Tyvek® 500 ES Gown. Collared gown with hook and loop closure in the neck. Serged seams. 

Knit cuffs. Bound ties at waist originating from elasticated sides. White. Developed for Emergency 

services teams: better comfort with 2 times more breathable fabric than Tyvek® 500 material, the 

fabric meets the Standard Performance requirements of EN 13795-1 (Surgical clothing and drapes) and 

provides protection against biological hazard EN 14126. This garment is suitable for use in medical 

device applications.

ATTRIBUTES

Full Part 

Number
TY0703SWHES

Fabric

/Materials
TYVEK® 500 ES

Design
Collared gown with hook and loop closure in the neck, knitted cuffs and bound 

ties at waist.

Seam Serged

Color White

Sizes SM, MD, LG, XL, 2X, 3X

Quantity/Box 30 per box, individually packed

FEATURES

Certified according to Regulation (EU) 2016/425.

Category III Type 5-B [PB] and 6-B [PB] , bio barrier including virus protection ISO16604 class 2 with Higher Breathability: Ret<6 m²Pa/W

Pass EN 13795-1 Standard Performance as medical device.

Partial body chemical protective clothing, Category III, Type PB [6-B].

EN 14126 (barrier to infective agents)

SIZETABLE

PRODUCT SIZE ARTICLE NUMBER ADDITIONAL INFO

SM D15570300

MD D15570301

LG D15570442

XL D15570443

2X D15570444

3X D15570445

PHYSICAL PROPERTIES

PROPERTY TEST METHOD TYPICAL RESULT EN

Abrasion Resistance 7 EN 530 Method 2 >100 cycles 2/6 1

Basis Weight DIN EN ISO 536 47.0 g/m2 N/A

Colour. N/A. white N/A

Exposure to high Temperature N/A. Melting point ~135 °C N/A

Puncture Resistance EN 863 >5 N 1/6 1

DUPONT™ TYVEK® 500 ES GOWN
TECHNICAL DATA SHEET



2 of 3

PROPERTY TEST METHOD TYPICAL RESULT EN

Resistenza alla rottura per flessione 7 EN ISO 7854 Method B >100000 cycles 6/6 1

Surface Resistance at RH 25%, inside 7 EN 1149-1 < 2,5 • 10  Ohm9 N/A

Tensile Strength (MD) DIN EN ISO 13934-1 >30 N 1/6 1

Tensile Strength (XD) DIN EN ISO 13934-1 >30 N 1/6 1

Trapezoidal Tear Resistance (MD) EN ISO 9073-4 >10 N 1/6 1

Trapezoidal Tear Resistance (XD) EN ISO 9073-4 >10 N 1/6 1

      1 According to EN 14325 | 2 According to EN 14126 | 3 According to EN 1073-2 | 4 According to EN 14116 | 12  According to EN 11612 | 5 Front Tyvek ® / Back |

    6 Based on test according to ASTM D-572 | 7 See Instructions for Use for further information, limitations and warnings | > Larger than | < Smaller than |

 N/A Not Applicable | STD DEV Standard Deviation |

GARMENT PERFORMANCE

PROPERTY TEST METHOD TYPICAL RESULT EN

Seam Strength EN ISO 13935-2 >50 N 2/6 1

Shelf Life 7 N/A. 10 years 6 N/A

Type PB 6: Partial Body Protection EN 13034 Pass N/A

     1 According to EN 14325 | 3 According to EN 1073-2 | 12  According to EN 11612 | 13  According to EN 11611 | 5 Front Tyvek ® / Back |

  6 Based on test according to ASTM D-572 | 7 See Instructions for Use for further information, limitations and warnings |

    11 Based on the average of 10 suits, 3 activities, 3 probes | > Larger than | < Smaller than | N/A Not Applicable | * Based on lowest single value |

SURGICAL CLOTHING

PROPERTY TEST METHOD TYPICAL RESULT EN

Bursting strength - Dry EN ISO 13938-1 >40 kPa N/A

Bursting strength- Wet EN ISO 13938-1 >40 kPa N/A

Cleanliness Microbial/Bioburden EN ISO 11737-1 <300 CFU/cm2 N/A

Liquid penetration EN ISO 811 >20 cm N/A

Microbial penetration - Dry EN ISO 22612 <300 CFU N/A

Microbial penetration - Wet EN ISO 22610 >2.8 N/A

Particle release EN ISO 9073-10 <4 log10 N/A

Perfomance level EN 13795-1 Standard performance N/A

Tensile strength - Dry EN 29073-3 >20 N N/A

Tensile strength - Wet EN 29073-3 >20 N N/A

    2 According to EN 14126 | 5 Front Tyvek ® / Back | > Larger than | < Smaller than | N/A Not Applicable |

PENETRATION AND REPELLENCY

PROPERTY TEST METHOD TYPICAL RESULT EN

Repellency to Liquids, Sodium Hydroxide (10%) EN ISO 6530 >95 % 3/3 1

Repellency to Liquids, Sulphuric Acid (30%) EN ISO 6530 >95 % 3/3 1

Resistance to Penetration by Liquids, Sodium Hydroxide (10%) EN ISO 6530 <1 % 3/3 1

Resistance to Penetration by Liquids, Sulphuric Acid (30%) EN ISO 6530 <1 % 3/3 1

  1 According to EN 14325 | > Larger than | < Smaller than |

BIOLOGICAL BARRIER
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PROPERTY TEST METHOD TYPICAL RESULT EN

Resistance to Penetration by Biologically Contaminated Aerosols ISO/DIS 22611 1 < log < 3 1/3 2

Resistance to Penetration by Blood and Body Fluids using Synthetic Blood ISO 16603 3,5 kPa 3/6 2

Resistance to Penetration by Blood-borne Pathogens using Bacteriophage Phi-X174 ISO 16604 1,75 kPa 2/6 2

Resistance to Penetration by Contaminated Liquids EN ISO 22610 < 15 min 1/6 2

Resistance to Penetration by Contaminated Solid Particles ISO 22612 2 < log cfu < 3 1/3 2

  1 According to EN 14325 | > Larger than | < Smaller than |

WARNING

 The garment does not protect against ionizing radiation.

The information provided herein corresponds to our knowledge on the subject at the date of its publication. This information may be subject to revision as new 

knowledge and experience becomes available. The data provided fall within the normal range of product properties and relate only to the specific material 

designated; these data may not be valid for such material used in combination with any other materials or additives or in any process, unless expressly indicated 

otherwise. The data provided should not be used to establish specification limits or used alone as the basis of design; they are not intended to substitute for any 

testing you may need to conduct to determine for yourself the suitability of a specific material for your particular purposes. Since DuPont cannot anticipate all 

variations in actual end-use conditions DuPont makes no warranties and assumes no liability in connection with any use of this information. Nothing in this 

publication is to be considered as a license to operate under or a recommendation to infringe any patent rights.

This garment and/or fabric are not flame resistant and should not be used around heat, open flame, sparks or in potentially flammable environments.

CREATED ON: JUNE 18, 2024

© 2024 DuPont. All rights reserved. DuPont™, the DuPont Oval Logo, and all trademarks and service marks denoted with ™,  or ® are owned by affiliates of SM

DuPont de Nemours, Inc. unless otherwise noted.
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Our powerful web-based tool 
can assist you with finding the 
appropriate DuPont garments 
for chemical and controlled 
environment hazards.

DuPont™ SafeSPEC™ - We're here to help

DuPont Personal Protection
SafeSPEC™

DuPont Personal Protection

DuPont Personal Protection

https://www.dupont.com/personal-protection/language-selection.html
https://www.safespec.dupont.co.uk
https://www.linkedin.com/showcase/dupont%E2%84%A2-tyvek%C2%AE-protective-apparel/
https://www.youtube.com/playlist?list=PLbXbpCTPltSquI68--SG5ruh2YB7k4On-
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